Brief steps for using DEMO software 
1． 1. Preparation work
1.1　Close WINODWS Firewall
1.2  Close virus software
1.3  Connect the RJ45 network port of the device to the switch, and the switch and computer are on the same local area network. Or use a network cable ,connect device and PC RJ45 port. 
1.4 Device default IP is “192.168.1.15”
If the computer network is not in the same network segment, it is recommended to add a 1-segment IP to the computer network
2. DEMO software operation
2.1 Search for devices, find the device. The DEMO software uses UDP communication and can Use broadcast commands to search and then find a new device
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2.2 Set software server parameters
The device is the client mode, and the software platform is the server. As the client, the device will actively connect to the server, like a browser, by entering the website address to access the server website。
2.2.1 TCP Mode
Set the software platform TCP server IP and port, and then click "Get Host IP+port" to see the  IP and port of the TCP server within the device, as well as the UDP server IP and port. DEMO uses UDP communication. If you want to view device data with UDP communication, you need to set the IP and port of the UDP server, which is the IP and port in the bottom left corner of the DEMO software, to the device. After set the IP address of the computer where the software (server) is located and the TCP server communication port, the device will actively connect to this TCP IP address and port。
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2.2.2 HTTP Mode
2.2.2 .1 Set the IP and port of the HTTP server
HTTP and TCP modes are the same, first the server IP and port of TCP/HTTP need to be installed. Same as 2.2.1。
2.2.2 .2 Set header parameters for HTTP servers
1）HTTP has three URI addresses，（1）OPEN URI（2）Event URI（3）Heart Beat URI
OPEN URI：That is to say, the URI address uploaded to the server by the device after receiving data such as QR code or card number, which is the webpage or address where the server processes and receives data such as device QR code or card number
Event URI：That is to say, when the device has internal history records, it requests the URI address for uploading history records from the server, which is the webpage or address that the server processes and receives history data from。
Heart Beat URI：The device will upload a "heartbeat" data to the platform within a fixed time interval (default of 30 seconds), telling the server that the device is working normally。
2）HOST Parameter: Enter the domain name or IP of the server here, and the HOST port will take the port number parameter from "HTTP Server IP and Port"。
3）The three URI request APIs of HTTP can be enabled or disabled, can be set, and are all enabled by default。
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2.3 Using DEMO software, start the server (TCP server or HTTP server)
[bookmark: _GoBack]The software opens the server, and the server IP is the local IP. The port and the IP and port values set to the device are the same.After the software starts the server, the device can go to the software server。
[image: ]

image5.png
Set Paranters [DeviceTine

Get Paranters [DeviceTine

AT Ta— 402141631314600, 141631324600, 02141631334600, 402141631584600, 564600
AR D | LI s | 2000003524021 132004800, 000000352402 141832014800, 0TECc D240 101649501200, ECocaDa 021150001200 OTCoCeD2 0219
setwp 1[92 166104253 50001200, ety

|

<] Set Data [FE00FF2 Deve Paameters | Doo arametes | HTP Parameers | Carseres Logn| UDPResTime Manor | HITPCP ocket | LoRA Parameters | 4 Parameters |

<] Get Data [Fa00FF [ e Leneth: 631 A PC Comumication TP

402141631264500, 402141631274600, 402141631284600, 402141631304600, 000000352
402141631

ToaeT |15 1650031200, 000000002403291 737000100, 000000002403291 737000101,
Port 00002403291757010100, 0000000240321 73701010 1boviceTho008623088045

s oo e

|5

301 Successful operation 2

192, 168. 1.9 2024-03-29 1
Current PC Port

TCP192. 168. 1.9
=g SavePARAX | (UDP12; 165, 1.

BAK112. 74. 87. 63 Port=80

SaveCurrentParaneters |

T T —
/lm/D.vlu/Dwannt HITP/1.1
B P
[T .
g o , :
= e

192,168,115 osa[DeviceTine=2403201606328exs1on11020LA00AZHV1 3. S5kDoor Status=11ulmberof CardOakberof SortCard- Devi e 0006623

[&TTP/1.1 200 TCP Send to Devices

Server’ nginx/1.12.2
pate ved o1 Nov 3017 01-16-20 car [Renote OperDoor <] snd TCP Cona: ._;l

e Tod O Ko BB e
ot 0t e
I Rersiecods 17 A2, i 0, R W) pemsngomem. ] 33 A1 it

Add Newline:Ctrl+Enter

192, 166, 1.94

PC Conmumication Por

=
Stop Server

Clear Receive Dats

1CP Have Connected

L8
1185 115 | Cureene ¢ (/AT Socket (0] peopaze
548 05 ot A1 Serve. {CP/MITP Server: CADVINGC, @Address: 192.166.1.04 32 runming on port. 18687
Poy 8887 L onnection Established
253 Port=18887 urrent TCY/BTTP Sucku[l] vnrpau
HITP Socver: CADVIIGC. 192,168, 1.4 i ruming on port 16
l—lssw | TP IBT) ShS-05 28 1o bo 51 18- (o0 6. .18 Fork 10034 Send HRTE AFE-Bvent Confin data to device
TP(IEKD) 2024-03-29 16.06.32 . 102,166, 1.1 Fore 10034 Hove Semt ATTP AFE Heart aata to devics





image1.png
Device Parameters | Door Parameters | HTTP Parameters | Card-Series Login | UDP RealTime Monitor | HTTP/TCP Socket | LORA Parameters | 4G Paral

Set Paranters [DeviceTine ] set Data [3200FF240329173624 Set PARMM. | Front-Update | Pi
Get Paramters [DeviceTime ] Get Data [3300FF Get PARAM. | GetFrontVersion | D
Set TCP/HTTP TP [192.168.1.253 Port [8080  Set HITP/TCP HOST| yIFI-SSID [DLSTRONGRD WIFI-
Set UDP IP [192.168.100.253 Port [18887  Set UDP HOST PARAM| DNSServerl [223.6.6.6 DN

1)Search Bevice

Search-WIFL

et Network | Get Time | Initialization Get HOST IP+Port |

arch¥EEnC | Sat Hotwnrienc | Set Tina |l ndate Firauace [2)Save Devica tota Lt

Input device's IP and port

Device IP(or broadcastIP) [266.255.265.266 Port  [9998 ¥ Broadcast

1.W¥hen the device IP is not clear, broadcast search is required(255.255. 255. 255), so any d
o you need to set the network segnent of the computer network IP to be the same as d
the IP address of the computer should be changed to 192.168. L.xx. If you know the dev

2.Tf you can’t find the device, use the CHD command to enter the command window, input ip

IP, gatevay and mask, then use the software <ScanningQRcodetoSetParameters> to set the

< /2——) 0K Cancel

Current PC IP

. 0.1 oy

Current PC Port 255, 268. 265.0

18887 SavePARAN | VERSION: DL600Q2HV1. 3. 56

SaveCurrentParaneters || [Have got a new device,please check the devices that you need to save,and hit <Save Dev:





image2.png
wEL Latdiitets jyevicellae

-] 7EL FEke ST

8% TANSR. || Settroutversion | Bom om -

Set TCP/HTTP TP [192.168.1.253 Port [8080  Set HTTP/ICP HOST| yIFI-SSID [DLSTRONGRD WIFI-PYD [1357086948
Set UDP IP [192.168.100.253 Port [18887  Set UDP HOST PARAM| DNSServerl [223.6.6.6 DNS-2 [114. 114.11
I~ Enable VII
1)Search Device | Search-WIFI Set Network Get Tine Initialization | Get HOST IP+Port
I~ SetEnablel
1)Search Device 4S=z\rchVIFI—BC Set Network-BC Set Time Update Firmvare | 2)Save Device Info.| [goot Tono 5
[Tfe. Doo... 1P Fort WAC_Addr 7, Task Gatevay
ot 1 192.166.1.15 9998 009923128820 OHIHV1.3.55 265.265.256.0  192.166. 1.
M 02 on-line 2 . L 1,16 9998 00662308: DL600A2HV1.3.56  256. 255. 265. 0 192, 168. 1.





image3.png
Get Paramters |DeviceTime x| Get Data |3300FF

Get PARAM. | GetFrontVersion | D/L PIC |Cal:

Set TCP/HTTP TP [192.168.1.253 Port [18887  Set HITP/ICP HOST| yIFI-SSID [DLSTRONGRD WIFI-PYD [1357086¢
Set UDP IP [192.166.100.353 Port 88T DNSServerl [223.6.6.6 DNs-2 [114. 114.
I™ Enable |

1)Search Device | Search-¥IF Set Network Get fine Initialization | Get HOST IP+Port
I™ SetEnab!
1)Search Device 4S=z\rchVIF/—BC Set NetworJ-BC i4 Tine Update Firmvare | 2)five Device Info.| [goot 7one 5

] /

M. Pt WAC_Addr Version, Task Gateva
98 006623088943  DL6ODAZHVI/3.65 256.266.266.0 192 168.

[401 Save data

/
Doo... IP
2 192. 167.1
TCP server IP /

TCP server Port

<

§ 9!
54p IP and port to dev

e

Get TCP sel;\)er IP and port
UDP server IP and port

Current PC IP
192. 168. 1. 94
Current PC Port

18887 SavePARAN

SaveCurrentParameters

2024-03-29 17:42:28 192. 168. 1. |,
2024-03-29 17:42:28 192.168. 1
2024-03-29 17:42:28 Get All
TCP192. 168. 1. 263 Port=18887
UDP192. 168. 1. 253 Port=18887
BAK112.74.87. 63 Port=80

T

99

Send Command successfully! : 02000BFFFFFFFFFFFF11450AFFFF03
8 Recieve data:02001D00662308884311450400C0A801FD48CTC0AS01FD4
—Successful command




image4.png
%8 sbk_DEmo_vc

Device Parameters | Door Parameters | HTTP Parameters | Card-Series Login | UDP RealTime Monitor | HTTP/TCP Socket | LORA Parameters | 4G Parameters
HTTP Request Header Parameters
1.RequestAddress-Open  |/esdzjzivhlw/lavyer/IsLavyer Set | Get ¥ EnalbeOpenURI | HTTP-VaitHostRespg

2.Requestiddress-Event Jlogin Set | Get [ EnalbeRventigr| Tme(s)  [05
3.RequestAddress-Heartf/|/1 Set Get ¥ EnalbeHeartURI|  Set Get

0g1]
4.Host IP or DomainNhe |ww angxifloer. o I Enable DNS _ Set [ Get | Set Get Heart-Interval-De.
"\ s | ce | o

Cugon Figfds In [TTP Post Wentent (optional) Tine(s)  [o030

1. Content-Project] @ EnalbelCPMode
2. Content-UserN: uSex rad.mxn " EnalbeHTTPMode | QR-BlackListID |_n

ber

S s Il’;ésw.ud—admn \ Set | Get | set | Get | t | Delete
\,

M. Doorfum IP Port MAC_Addr Version i

M01 Save/data 2 192.168.1.15 9998 006623088943 DL60DAZHV1. 3. 55 255. 25|

HOST (Server IP or domainName)
3 URI Address





